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Abstract: In this paper is presented a six-bar linkage mechanism of the pump for oil extrusion. In this mechanism are introduced higher
kinematic pairs. Dimensions and other incoming links are adopted as necessary. For the six-bar linkage mechanisms is carried out the
kinematic analysis and for all linkages are shown the displacement, velocity and acceleration. The analysis is performed by Math Cad
software, while kinetostatic analysis is carried out using Contour Method, comparing results of two different software‘s Math CAD and
Working Model. The simulation parameters are computed for all points of the contours of mechanism

KewNords: MECHANISM, CONTOUR, DISPLACEMENT, VELOSITY, ACCELARATION

1. Introduction r, -€0S(&,) + I3 - €0S(85) + I, - COS(6,) = I'p - cOS(x)

I, -SiN(6,) + 15 -SiN(63) + 1y, -SiN(6,) = I - Sin(@)

This paper has been completed using Math Cad and Working
Model software’s. In this paper is presented a six-bar linkage
ABCD and a simple crank mechanism DEF as shown in the figure b vz

below. Firstly, in this mechanism is determined DF, and &s.

Derivative DF, represents the speed of the slider F. From the given ¢ .:,3\ F I

picture 0.1< 8, <360°should be determined. The masses are x“\feﬁi__“ ,_:’—“f:—""—*'E =
adopted, since the moments of inertia need to calculate. The |
kinematic part of the paper will be completed by finding the P :
velocities and accelerations of each point A, B, C, D, E, F for the 4
centres from C; to Cg. In this way are determined the angular ! H
accelerations and velocities of the linkages 2, 3, 4 and 5. Whereas ) 'ge-il
for the kinetostatic part will be determined the reaction forces of the o A
points: Xa, Ya, Xg,Ygs, Xc,Yc, Xo,Yp, Xe,Ye, X, Y, N=Xgg and My, Déf\\ -
which are acting on the leading link 2. In the picture are shown 5 ~ 17
bodies: AB, BC right triangle, rod EF, slider bar F. _C\

Fy

X Fce)

42 92-42-50

Fig. 2 Four-bar linkage ABCD and crank mechanism DEF

As shown in the Figure 2, there are 14 unknown sizes, 12
equations for the first four bodies, dy(x,y)for the slider 14

equations.

2.The analysis of the positions, velocities and
accelerations of six-bar linkage mechanism

In the figure 3 is presented the velocity plan for the points A,
B, C and D. Also are presented angular velocities and angular
accelerations for the points A, B and C. After finding the velocities
Fig. 1 Six bar-linkage mechanism ABCDEF and accelerations of these points, the displacements, velocities and

accelerations of these points with angles &5 and 6, in function of

Given data:
6, are shown graphically. Outline is shown in this form:

6, =0.5deg...360[deg], w, = 2,1, =1.7
--------- @) 0 =180[deg], 8, = 90[deg]| ........ccirorreercceeeeccreeenn (3
r,=6.9,1,, =421y =v4.2%2 +6.4%, ¢ =56.725 s [deg). 6 = 90[deg] ®)

The vector equation without the contour I is:
Determination of angle & of rp with X, : Linkage |

- > S >

From then designed outline at X and y we have the following initial
conditions:
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Yy

Fig. 3 Velocity plan for the points A, B and C

r,cos(6,)) (rycos(@s)) (rscos(d,)) (Tpcos(@)
rysin(6,) |+| r3sin(fs) |+| rysin(d,) |=| rysin(a) || (4)
0 0 0 0
29j(6,) = Find(65,6,),
65 =104.18[deg], 8, = —3.96[deg], # = 59.48[deg]
d d
wSZEHS(HZ)'CUZ’aM:E64(92)'w2 -------- (5)
d? d?
&3 =——505(6,) ~a)22,g4 =——0,(6)- 5022
2 d02

After calculation of the values by Math Cad software, in the
following are shown graphically the values of positions, velocities

and accelerations respectively for 63, g, sgand 6, w4, &4 :

110 a2
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Fig. 4 Diagrams for positions, velocities and accelerations

2.1 Position of the point B

The position of the point B is calculated in direction of Xand y :

Xg =T, -€08(6,),yg =1, -sSin(6,)

Vex = —T5 -SIN(0;) - @;,Vgy =T, -COS(6,) - 5| wovvvvvvrvrvreens (6)
Ve = Ve (65)? +Vg, (6,)? =10.03[cm /5]
2 2
VBX(GQ) ] vBy(62) il
-2 -2
T e 1m0 20 360 N w 1w s
62 82
deg deg
10 10
5 5
apl82) g o d82) 1
-3 \ -5
L w1 2w e
8 2
B2 o

deg

Fig. 5 The position diagrams for the position equations of the point B in
direction of x and y

agy =T, - C0S(6;) - @5, Vg, =T, SiN(6,) - @5

5 ; O (7
85 = /25 (6,)? +ag, (6,)2[cm/s%]
Angular velocity and acceleration for the point B:
d d? 2
Wy =——0, 0y, 64 =——50, -0
Yo, T A0, | e ®)

w, =—0.87[deg], £, = 0.45[deg?]

3.The equations for position (displacement), velocity
and acceleration of the point C

In the following is shown the displacement of point C, along
with velocities and accelerations which are presented graphically by
the diagrams via Math Cad program:

X, =0y, =1, -c0s(8,) + I3 -sin(65(6,))
Vex = 0,Vgy =1, -8In(6;) + 13 - c0S(05(65))
Ve = Vey (‘92);c Acx (6;)=0

8y = (=1, -SIN(6,) — Iy -C05(65(6,))) -

ac =gy (62)
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Fig. 6 Velocities and acceleration of point C

3.1 The expression for the middle point of the bars AB, BC
and CD

In the following are extracted the displacement for the middle
position of the bars AB, BC and CD and other displacement which
belong to these bars. Are also presented the wvelocities and
accelerations of these bars and their diagrams separately:

AB:
r. r, .
Xep = ?2005(492); Yep = ?Zsm(&z) --------------- )
Ao = _—Zrzsin(ez) . a)z;ayC2 = r?2(:05(6?2) o5
BC:
r r .
Xe3 = 53005(93 (02)); Ye3 = 333'”(93 (62)) -(10)
—ry . r
Aycz = T3$|n(93 (0,))- @5 Ayesz = ?3‘305(‘93 (6,))- w3
CD:
r r, .
Xeq = ?4005(64 (92)); Yea = 335”1094 (02 )) ~(11)
—-r, . r,
Bycs = SIN(04(0,)) - 073 8yc4 = - COS(04(607)) - 3

Fig. 7 Crank mechanism

459

3.2 The equations for position (displacement), velocity and
acceleration of the point E

For the point E of Crank Mechanism determined the
displacement, and in the following pictures are shown velocities and
accelerations in the direction x and y:

Xg = 4, €08(6,(0,)); Ve = Iy SIN(6,(6,))
Xg = —Ty SIN(04(6,)) - @, Y = T4y COS(04(6;))- w2 | - (12)

8g, = T4, COS(0,(0,)) - @28, = T4, SiN(0,(6,)) - 3

I3 2
35 7625
Va2 1 VEyh82) 725
—15 6275
4 6.5
R P ——— 091 131 2 360
82 52
g g
g dg
-13 10
-1375 625
apdf2) - 145 apgl82) 25
-1325 -1325
—14 -5
0 90 130 270 340 90 180 270 360
2 L2}
deg deg

Fig. 8. Diagrams of the velocities and acceleration for the E

4. Kinetostatic analysis of the six-bar linkage
mechanism
For the kinetostatic part will be presented the kinetostatic

analysis of six-bar linkage mechanism by Math Cad software.
Moments of inertia, masses of bodies are used in the following:

m, =10;m; =15;m, = 20;m; =15;mgz =5;g = 9.807

1

1 2
Jeg==-M, 1,%dag == My - .(13
Cc2 2 2 "2 C3 2 373 ( )

1 2 2 1 2
J =—"1 2.4°-1.2°);J =—"M - I
C4 12 4( ) C5 12 5775

Linkage I:

The equilibrium conditions for the point A are equal to zero.
Six linkages are used for the kinetostatic analysis. For the first
linkage are given the following equilibrium conditions X,,Y and
Xg,Yg for the middle points of the linkage AB, point C2 and for the
body mass m,.

Xa—=Xg =My 8,,(0,);Ya =Yg =My -2y, (6)

M :YA%cos(ez) - XA%COS(HZ) +

Yg r?Zcos(é?z) - Xz I%sin(@z)
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Fig. 9. Linkage I-Equilibrium conditions for the point AB
Linkage Il

Also, for the linkage Il are written the equilibrium conditions BC,
which are Xg,Yg , Xc,Yc center C; body mass BC and moment of
inertia for the point Cs.

Xe = Xg =My -8ye3(6,);Yc =Yg =My -ay3(6,)

Iz £(0,) = Xe -%-sin(es(ez))—vc -%-cos(es(ez» (15)

Y -r—;es(ez»— Xg -%-sin(eswz»

Fig.10. Linkage Il — Equilibrium conditions for the part BC
Linkage I1
X+ Xp = Xg =My -ac4(6;)
Ye +Yp =Yg =My -ayc4(6;)
Jea€4(0;) =Y e +Y -1y, —EH -
Y 1,(6,) + Xp - 1,(6;)

Fig.11. Linkage 111 of the points C, D, E and center C,

Xg = Xp =mMg-a,c5(6,)
Ye +Yp —Ye =My -ayc4(6s)

Jos-85(0) = (Xe + X ) -2 -sin(5(6,)) | - an

(Ve +Ye)-2-Sin(65(6,))

Fig. 12. Linkage IV of the part EF in direction of x and y
Linkage V

|Y =—(Mg - ay (6;) +mg - g)| ............................................... (18)

Fi.g.13. Linkage V of the point F in direction of X and Yy

All unknown parameters for the linkages in both directions x
and y are calculated by Math Cad. From point A to the point Find
the Transmission moment My,:

Solve(62) == Find (X 5 Y, - Xg -Yg - Xc -
Yo Xp-Yp - Xg - Ye - XY -My

In the following diagrams are given the values of all unknown
parameters for the positions (0; 0.5; 1) by Math Cad software. This
it was really a tough work since the working process by Math Cad
was very slow especially to follow the procedure which is given by
kinetostatic analysis.
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Fig.14. Diagrams of kinetostatic analysis of the given mechanism
for the points A, B, C, D, E, F and transmission moment Mtr

5. Simulation for six-bar mechanism by
Working Model software

In the second part of this paper is performed the simulation for
all points A,B,C,D,E,F and Mtr (time dependent) of the six bar
linkage mechanism by Working Model, which is shown in the
following.

Fig.15.Diagrams in Working Model for angular velocity and acceleration
3,4and 5

u'\-ﬂiiﬁrn-‘:—*@hﬂ—ulir—w—ﬂb
DFW 1l &7 k'lkﬂ.ﬁlﬂ (=1

=g T
1

FI o| | TG 0] i L]

rres e . ] . 1

Fig.16:. Diagrams in Working Model for equilibrium points A, B, C, D, E,
F and transmission moment My, in direction x
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Fig.17.Diagrams in Working Model for equilibrium points A,B,C,D,E,F and
transmission moment (Mtr) in direction y

Fig.18. Diagrams for 83, 6, and & (time dependent), under command
RUN

6. Conclusions and recommendations

By application of the software’s Math Cad or Matlab we have
reached to carry out the full analysis of this paper. In this paper are
made the calculations of all positions (displacement) for the whole
mechanism, and also are determined the plans for velocities and
accelerations for each point.

However, in this paper are shown the outline planes of the
mechanism same as the diagrams for each linkage through Math
Cad and Working Model software, Six-bar linkage mechanism
diagrams which are derived by Working Model are almost similar
to the diagrams derived by Math Cad, same as the derived results,
Through Working Model software, are derived the results of
reactions from the equilibrium conditions of six bar linkage
mechanism, angular velocities and accelerations for the points 3, 4
and 5, for the angles 65, 6,and6;in time domain through the

command Run,

As the general conclusion; the results derived by both software,
same as for their diagrams, for all points of the six bar linkage
mechanism are within the reasonable boundaries. Our expectations
are that similar results will be derived by application of Matlab
software.
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